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Good laundering doesn't just happen! Good methods, 
po ssiole only with good equipment, makes laundering 
pe r f ection sure and certain. 

SO.T CLOTHES - Before you wash, collect all soiled 
laundry and sort into groups according to the 
type ot fabric or ga rment and the degree of soil. 
Sep ar a t e light and dark colors and lightly soiled 
clothing. Remem oer, wa s hing clothes before they 
ge t too soi led is a f a r s im l€r job than wash ing 
e x t r e mel y soiled clothes. Clothes an~ linens 
last l on ge r , too, when not allow ea to get extreme-

y s oi l e d betore washing. Por convenien~e, a 
so r ti ng table is essenti a l. This can be eIther a 
pe r ma nent table or a drop le a t table that is 
tJrou gh t do wn from the wall. 

ME ND AND REM OV E SPOTS AND STAINS - During sorting, 
re mov e dress pads, fancy pins, empty pockets and 
roll down sleeves. Remove spot s and stains before 
was hing them, for the laundry process may set the 
stain. Al>out 90 percent of househo ld stains can 
l>e removed by the housewife. Fix s mall rips, 
loose buttons, etc., before garments are put into 
the hamper. 

PRE-TRRAT HEAVILY SOIL ED shirt collars, cuffs, etc., 
with whatever detergent you are using for the 
I a un dry. 0 a mp en the s o i 1 edar e a and rub ina 
small quantity of detergent with the fingers or 
a sm a ll brush. 

GATHER A PROPER LY ASSORTED LOAD of the right size for 
your washer. Find the capacity of your machine 
from your instruction book. Do not overloaa 
it results in poor washing and causes mo 
wear on machine parts. 
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If articles billow above the water in the agitat
or type machine and the action is not sufficient 
to pull them under th e water, then the tUb is 
over-loaded regardless of pound a ge. For best re
sults, l a r ge pieces should be mixed in the load 
with smaller ones. Authorities have found that 
if the load is mixed with large and small items, 
greater clean.ing efficiency can be expected. Dif
ferent si zes of items causes more friction in the 
washing so more of the dirt comes out. It is the 
friction that r e moves the soil; soap or syndets 
aid the f ric t ion oy he 1 pin g the wa t e r to s 0 a kin 
to the f i be r. 

AVERAGE PIEC ES PER POUND ( DR Y CLOTHES) 

1 t.in bed sheet 2 men's shirts 
(doUble sheet 1-1/2 - 2 IbS) 2 sets men's undershirts 

3 pillow cases and shorts 
3 bath towels 1 pajama suit 
4- 6 hand tow e 1 s 3 ch i Idrens' dress es 
16 wash cloths or napkins 2 adult dr e sses 
2 luncheon cloths 5-6 dish towels 

SOAKING IS UNNECESSARY, especially for mildly soiled' 
clothes. For very soiled clothes a 15 minute 
soak period in warm water and about one-half the 
regular amount of soap or syndet to increase the 
wetting quality of wat8r and start to loosen the 
soil is adequate. Soak in the set tubS. While 
one load of clothes is washing, the next load may 
be soaking. Automatic washing machines provide 
a definite soak period in the laundry cycle that 
mayor may not be us ed. 

SUD SING - If soap and soft water is used there should 
be a 2 to 3 inch layer of suds before the clothes 
are added. Some syndets are low sudsing type, so 
height of suds can't be used as a gauge for amount 
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to use. Rather follow instructions on package. 
Measure soap or syndets. If an automatic washer 
is used,follow recommendations of the manufactur
e r for kind and amount of detergent. 

SUDS TEMPERATURE 

Whi te cottons 140 0 - 160 0 F. 

Colored cottons 110 0 - 120 0 F. 

Rasons 

Wa ter can be too hot but most people ha v e trou[)le 
keeping the temperature high enough. Add clothes 
to the tUb one piece at a ti me, while the agitator 
is in motion. 

HO W LONG SHOULD CLOTHES BE WASHED - About 8-10 mi nu t es , de 
pending on amount of soil and t he mac hine. Th e ass um ed 
theory that the lon ger clothes are agitated th e cleaner 
the wash, is not true. With longer washin g periods, 
clothes will take up dirt from the water after they have 
been clean, giving a gr ay finished laundry. 

IF BLEACH IS USED WHEN SHOULD IT BE ADD ED - Add dilut
ed bleach to the suds lJefore clothes are put into 
the tUb. 

HOW MUCH RINSING - Two rinses are absolutely n e c essary 
for good results and three rins es giv e still 
better results. If soap is used, be sur e to soft
en the rinse water as well as t he wash water. The 
first rinse of hot, soft water is to aissolve the 
soap which is left in the clothes. The secona 
rinse can be luke warm as it continues to dilu t e 
the soil dispersed in the water re ma ining in the 
fabric. 
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Clothes should not be lift e from the water when 
r ins in g an d t urn in g, oe c au s eli ft in g th e m w hen 
they are heavy with water will weaken the fabric, 
and it is fatiguing. R. inse the clothes with a 
rUbuer plunger. Pushing the plunger up and d0wn 
will forc e water through the cloth e s. Fifty 
plunges will rinse well. When putting clothes 
through the wrin ge r, fo l d buttons and buckles in
s i e to keep th em trom being torn off. 

S TAR CHING - If ar t icl es are to oe starched, s ort them 
a. s th ey co Ie f rom th e wrin ge r. 

AUTOMATI MACH IN ES - The above laundry procedures con
cern only the conventional machine. The proc e d
ur e is i den ic a l for both typ s of wash e rs up to 
t h e s oa k in g s ta ge wh en the automatic was he r tak e s 
ov er th jobs o f s oa king, s u ds ing, rinsing and 
s pi n in g . 

HA GING - White c l o th e s when hung in the sun will be 
ul e a c he d. The s un will ble a ch colored cloth es 
too, so hang them in the sh a de. Clothes should 
not ue hung in the whipping wind, as this weakens 
the f a oric and may tear it. Opening windows in 
a drying room will gi ve t he same result as hang
ing out-of-doors without the disadvantages of wind 
and s un fadin g . Ga rm nts s hould oe hung with the 
fibe r lin e parallel to t h e c lothes line. Han g 
c loth es on the lin e in he or de r that they will 
be t ak e n down tor sp rin kl i ng a n iro n in g. 

THE CLOTHES LI E - a t is f ac t o r y c l o t hes li ne is on e 
that is c l a n , t au t, the r·gh t he i gh t and n ou gh 
l ine to d r y 1 1 t h e c lot he s at t h e s a me t im e , 
t h us savi ng ti me an d wo r . Wi pe wi re li ne wi h 
a c I e an . dam p C 0 t h e a c h t i m e e f o r e u. i n g i t . 
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A PLAN FOR AN OUTDOOR CLOTHESL IN E 

MAKE WIREf ABOUT .30 fT lONG -

JPIKE. OR ~OLT Zx4 (RO/fARM! TO 1)(~ POITf 

WOO D t 
BURY Y-4" CABlf: GUY WIRff 
ZYz TO .3 fT DI:c'P. A/PHALT 
WIREf AND CRtO/OTf 
TI MBtRf BURIED UNDtRG'ROUND 

CD 

t.... 
~ 

~ ... 
I\') 

- P J P t 
DIG HOLff WITH POfT AUGER 

AND fiLL WITH (ON C1<fTe AR OVND 
THE" tNDJ Or 151 O~ li NCH PI Pi 

THIJ 1/ BtTTf"R. CON/TR V CT ION 

A good clothesline is taut, is built the right height for the person who is to use it, is 
supported on sturdy, well-spaced posts, and is long enough to dry all the clothes at one time. 
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